	
[image: image1.png]-0




GÜNGÖR PLASTİK

ÜRÜNLERİ SAN.VE TİC.A.Ş.
	JERRYCAN INSTRUCTION MANUEL


1. The product should not be subjected to direct sun shine. Otherwise, yellowness in the color or brittleness may be observed.

2. The caps should be closed with force of max 2 Tork. Otherwise, function of the threads can be lost. 

3. The jerrycans should be stacked exactly upon the other. Otherwise, the jerrycan may collapse because of the wrong weight distrubution.
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4.    Stacking height is 3 rows. More rows may cause the jerrycan to collapse.  Special product can be produced in case need of more stacking rows.  
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5. Stacking should be done in the 2 cm inside area of  the pallet, for both proper weight distrubution and protection of the jerrycan from the outside effects.
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GÜNGÖR PLASTİK

ÜRÜNLERİ SAN.VE TİC.A.Ş.
	JERRYCAN INSTRUCTION MANUEL


6.   Inclination of the stacking ground is important. In case of any incline, the jerrycan may collapse because of the higher weight distrubution of the inside material on the below side. 
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7. In case the filling is over 40( C, stacking should be made after the product reaches room temperature. 

8.   In case the filling material has vacuum or extension effect, appropriate closure should be used. 

Following these instructions will provide you longer use of our products with best quality. 
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